

Model 606 


General Description: Three-valve (plus metal rectifier), two-waveband 
(M.W./L.W.), portable radiogram for operation from A.C. mains (note that 
chassis is connected to one side of mains supply). Record unit, B.S.R. type 
TU9. 

Valve Analysis: Following measurements taken on Avo Model 7 
(1000 ohms/volt) with 235-volt mains supply. Junction R16/R12 234 v., 
H.T. line 204 volts. 


Valve 

Anode, 
volts 

. 

Screen, 
volts 

Cathode, 

volts 

Vi ECH81 (mixer). 

201 

50 

— 

(osc.) 

70 



V2 EBF89 .... 

204 

56 

— 

V3 ECL80 (triode) . 

55 

— 

— 

(pentode) 

220 (17 mA.) 

204 

7-2 


Rectifier, type C2D 


Dismantling: R.F. calibration can be adjusted without removal of 
receiver from cabinet, by removing front cover board (two screws), and then 
release motor unit (five screws). For I.F. alignment remove front baffle by 




ALBA 


undoing two nuts retaining and push front out from behind. Note that care 
should be taken to ensure that P.U. leads, aerial leads are disengaged, and 
check that wave-change switch actuating arm is very carefully removed from 
slider when removing printed circuit panel from board, held by two re¬ 
taining nuts. 
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